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ATTACHMENT C  Nonconformance Report Example
The special inspector shall use the non-conformance report (NCR) form required by the individual project or job. The process shall follow the specific procedure for validation and processing except that in all cases the LBO will be sent a copy of the NCR at the time of validation. See also ESM Chapter 1 Section Z10 on Clarifications, Interpretations, Alternates, and Variances.
Nonconformance Reporting Form – Notional Example

	Nonconformance Report No. 
	

	Originator:


	Project: 


	Date: 



	Description of Requirement that was Violated and of Nonconforming Item/Condition:

 

	Impact on Safety:
	Yes: (explain)
	
	No: 
	

	

	
	Valid:


	
	Not Valid:
	QA Rep & Date 

	
	

	Reason for Invalidation:



	Disposition: 

	
	Use as Is* 
	
	Repair*
	
	Rework
	
	Reject
	
	NCR Tags

	Action to determine cause and extent, to correct, and to preclude use and recurrence of, if significant:



	
	Engineer:
	
	Date:
	

	Engineering Justification if Use-as or Repair:

· 

	Disposition Accomplished/Tags Removed as Warranted:

	

	Person Documenting Action Completion/Date:

	Nonconformance Closed out/Verified as Warranted:

	

	QA Representative/Date:
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