NOTES FOR DESIGNER:

2. Edit this drawing to reflect specific project requirements.

DRAWING DEVELOPED FOR ML-3/ML-4 PROJECTS. FOR ML-1/ML-2, ADDITIONAL REQUIREMENTS AND QA REVIEWS ARE REQUIRED. REMOVE THIS NOTE WHEN INSERTED INTO A DRAWING PACKAGE.

ROLL-FORMED .125" (1/8") ALUMINUM FACE WITH M.A.P. PAINT FINISH TO MATCH PMS #3025U SATIN GLOSS AND APPLIED WHITE VINYL TEXT.

OPTIONAL PANEL WHEN REQUIRED. .125" (1/8") ALUMINUM FACE WITH M.A.P. #30136 BRUSHED ALUMINUM SATIN GLOSS PAINT FINISH AND APPLIED BLACK VINYL TEXT.

CONCRETE PIER. SEE SHEET 9.

FINISHED GRADE 4" PAINTED LANL LOGO GRAPHIC TO MATCH PMS #8240 METALLIC.

EXTRUDED ALUMINUM COLUMN WITH M.A.P. #30136 BRUSHED ALUMINUM SATIN GLOSS PAINT FINISH. (TYPICAL OF 2) SEE BASE POST SECTION THIS SHEET.

EXTRUDED ALUMINUM COLUMNS WITH M.A.P. PAINT FINISH TO MATCH PMS 3025U SATIN GLOSS. NO EXPOSED FASTENERS ON SIGN FACE.

PAINTED LANL LOGO GRAPHIC TO MATCH PMS #8240 METALLIC DRAWING TO MATCH.

NOT FOR CONSTRUCTION

ARCHITECTURAL

STANDARD METAL FINISH