ON-BUILDING IDENTIFICATION CUT-OUT LETTERS (COL)

NOTES FOR DESIGNER:
2. Edit this drawing to reflect specific project requirements. (Do not include on construction drawings)

ARCHITECTURAL

ENG. STANDARDS

NOTES FOR DESIGNER:

FRONT VIEW

VARIES WITH WALL SIZE, LOGO AND LETTERING TO STAY PROPORTIONATE

ON-BUILDING IDENTIFICATION CUT-OUT LETTERS (COL)

SCALE: NONE

4" VARIES WITH WALL SIZE

2'-11" VARIES WITH WALL SIZE

1'-11" 10" 4"

VARIES WITH WALL SIZE,
LOGO AND LETTERING TO STAY PROPORTIONATE

CUT-OUT LETTERS & LOGO,
FONT STYLE "FRUTIGER 75" (TYPICAL)

EXISTING BUILDING STRUCTURE

1/8" ALUMINUM-
CUT-OUT LOGO AND LETTERFORMS WITH M.A.P. #30136 BRUSHED ALUMINUM SATIN GLOSS PAINT FINISH

THREADED PIN,
FASTENER WITH ALUMINUM TUBE SPACER SET IN EPOXY CEMENT (TYPICAL)

VARIES WITH WALL SIZE

SECTION DETAIL

DRAWING DEVELOPED FOR ML-3/ML-4 PROJECTS.

FOR ML-1/ML-2, ADDITIONAL REQUIREMENTS AND QA REVIEWS ARE REQUIRED. (REMOVE THIS NOTE WHEN INSERTED INTO A DRAWING PACKAGE)

ON-BUILDING IDENTIFICATION LETTERS

FRONT VIEW

SCALE: NONE

7'-27" VARIES WITH WALL SIZE

FRONT VIEW

SCALE: NONE

7'-27" VARIES WITH WALL SIZE

5'-8" VARIES WITH WALL SIZE

LOGO AND LETTERING TO STAY PROPORTIONATE

1/2" ALUMINUM
CUT-OUT LOGO AND LETTERFORMS WITH M.A.P. #30136 BRUSHED ALUMINUM SATIN GLOSS PAINT FINISH

THREADED PIN,
FASTENER WITH ALUMINUM TUBE SPACER SET IN EPOXY CEMENT (TYPICAL)

VARIES WITH WALL SIZE

SECTION DETAIL

DRAWING DEVELOPED FOR ML-3/ML-4 PROJECTS.

FOR ML-1/ML-2, ADDITIONAL REQUIREMENTS AND QA REVIEWS ARE REQUIRED. (REMOVE THIS NOTE WHEN INSERTED INTO A DRAWING PACKAGE)