GENERAL NOTES:
1. ADD NOTES AS NEEDED.

NOTES FOR DESIGNER: (DO NOT INCLUDE ON CONSTRUCTION DRAWINGS)
1. WHEN EDITING DETAIL TO SUIT PROJECT, ADD JOB SPECIFIC REQUIREMENTS AND DELETE ONLY THOSE PORTIONS THAT DO NOT APPLY. TO SEEK A VARIANCE FROM APPLICABLE REQUIREMENTS, CONTACT THE ESM CIVIL POC.
2. DO NOT EXCEED A SUPERELEVATION OF 4%. 
3. PAVEMENT DESIGNS SHALL CONFORM TO NM DEPARTMENT OF TRANSPORTATION (NMDOT) "STRUCTURAL DESIGN GUIDE FOR FLEXIBLE PAVEMENTS" AND NMDOT "SYNTHETIC DESIGN GUIDE FOR PORTLAND CEMENT CONCRETE".
4. FOR ADDITIONAL REQUIREMENTS REFER TO THE ESM CIVIL CHAPTER.
5. GUARDRAIL/BARRIER SHALL BE PLACED OUTSIDE SHOULDER IN ACCORDANCE WITH REQUIREMENTS OF AASHTO ROADSIDE DESIGN GUIDE.

TYPICAL 2 LANE URBAN ROAD SECTION
SCALE: NONE

TYPICAL 2 LANE RURAL ROAD SECTION
SCALE: NONE

NOTES FOR DESIGNER: (DO NOT INCLUDE ON CONSTRUCTION DRAWINGS)
1. WHEN EDITING DETAIL TO SUIT PROJECT, ADD JOB SPECIFIC REQUIREMENTS AND DELETE ONLY THOSE PORTIONS THAT DO NOT APPLY. TO SEEK A VARIANCE FROM APPLICABLE REQUIREMENTS, CONTACT THE ESM CIVIL POC.
2. DO NOT EXCEED A SUPERELEVATION OF 4%. 
3. PAVEMENT DESIGNS SHALL CONFORM TO NM DEPARTMENT OF TRANSPORTATION (NMDOT) "STRUCTURAL DESIGN GUIDE FOR FLEXIBLE PAVEMENTS" AND NMDOT "SYNTHETIC DESIGN GUIDE FOR PORTLAND CEMENT CONCRETE".
4. FOR ADDITIONAL REQUIREMENTS REFER TO THE ESM CIVIL CHAPTER.
5. GUARDRAIL/BARRIER SHALL BE PLACED OUTSIDE SHOULDER IN ACCORDANCE WITH REQUIREMENTS OF AASHTO ROADSIDE DESIGN GUIDE.